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NO. REVISIONS DATE NAME
Cx0.30
B+0.30 SPECIFICATION
2—93.05%+0.20
A%0.30 \ * Current Rating : 5A
/ = Withstanding Voltage : 1000 VAC ( 1min. )
¢ ) * Insulation Resistance : 1000 M min.
v // ©0000 1255£0.30 * Contact Resistance : 30 MR max.
/W ONONONGE, m.wmwo.wo * Operating Temperature : -40C to +85C
J
2.77%+0.10 MATERIAL
* Contact : Brass, Selective Gold or All Gold
* Insulator : PBT & 30% G.F.
* Shell . Steel, Tin Plated
i
1£0.20 ? Y () ( j ﬁ 11£0.30
_ —
PART NO. A B C D E
- N DS01-09M 16.92 124.99 [ 30.81119.28116.33
3.3£0.30 i q DSO1-15M  |25.25 |33.32 [ 39.14 | 27.51 |24.66
D£0.30 L aaso a0 DS01-25M  |38.96 |47.04 | 53.04 [41.30 | 38.38
DS01-37M 55.42 163.50 [69.32|57.71 |54.84
10.72%x0.30
DS01-50M [52.86 | 61.11[66.90 |55.30 |52.34
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NO. PART NAME PART NO. MATERIAL REMARK
DWG.BY DES'N BY CH'D BY APPROVE DWG DATE TME D-SUB CONNECTOR
SOLDER TYPE MALE
SCALE PART NAME
TOLERANCE | DWG.NO PAGE NO
10.2mm




