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D-SUB coupling - VS-25-KU-ST/ST - 1689682
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D-SUB coupling, shell size 3, pin, gender changer, shielded, connection direction straight, IP67 degree of

protection
Key Commercial Data
Packing unit 1STK
Minimum order quantity 5 8STK
NI
47017918"%915506
GTIN 4017918915506
Weight per Piece (excluding packing) 31.060 g
Custom tariff number 85366990
Country of origin Germany
Technical data
Mechanical characteristics
Number of positions 25
Insertion/withdrawal cycles > 200
Cable outlet straight
Color gray
Degree of protection 1P67
Type D-SUB 25
Ambient conditions
Ambient temperature (operation) -40°C...80°C

Material data
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Technical data

Material data

Flammability rating according to UL 94 W
Housing material PA
Contact carrier material Polyester GF
Contact material Copper alloy

Contact surface material

Hard gold-plated over nickel

Sealing material EPDM

Seal material EPDM

Height 25 mm
Electrical characteristics

Number of positions 25

Rated current 5A

Overvoltage category 1l

Degree of pollution 2

Rated voltage (l11/3) 125V
Standards and Regulations

Flammability rating according to UL 94 VO

Environmental Product Compliance

China RoHS Environmentally Friendly Use Period = 50
For details about hazardous substances go to tab “Downloads”, Category
“Manufacturer's declaration”

Drawings
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Dimensional drawing
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D-SUB coupling

Classifications

eCl@ss
eCl@ss 4.0 27140816
eCl@ss 4.1 27260701
eCl@ss 5.0 27260701
eCl@ss 5.1 27261200
eCl@ss 6.0 27261200
eCl@ss 7.0 27440302
eCl@ss 8.0 27440302
eCl@ss 9.0 27440302

ETIM
ETIM 2.0 EC000437
ETIM 3.0 EC000437
ETIM 4.0 EC000437
ETIM 5.0 EC001136
ETIM 6.0 EC001132

UNSPSC
UNSPSC 6.01 31261501
UNSPSC 7.0901 31261501
UNSPSC 11 31261501
UNSPSC 12.01 31261501
UNSPSC 13.2 39121522
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Approvals

Approvals

Approvals

EAC

Ex Approvals

Approval details

EAC [H[ B.01742

Accessories

Accessories

Protective cover

D-SUB protective cover - VS-25-SD - 1652211

D-SUB protective cover, shell size 3, IP54 degree of protection, for panel mounting frame and sleeve housing VS-25-...
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