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ELECTRICAL CHARACTERISTICS:

CONTACT CURRENT RATING

REV. | ZONE DESCRIPTION REVISER DATE
: 1 AMPERES.
DIELECTRIC WITHSTANDING VOLTAGE : AC 500V R.M.S.

INSULATION RESISTANCE :

CONTACT RESISTANCE :

OPERATING TEMPERATURE :

30 MILLIOHM MAXIMUM.

—-55°C TO+105°C.

500 MEGOHMS MINIMUM AT DC 500V.

MECHANICAL CHARACTERISTICS:
CONTACT INSERTION FORCE :SEE APPEND TABULATION.
CONTACT SEPARATION FORCE :SEE APPEND TABULATION.

MATERIALS:

CONTACT: BRONZE.

INSULATOR: P.B.T.UL 94V—-0 RATED.
SHELL: COLD ROLLED STEEL.
HAX—NUT:BRASS.

FINISHES:

CONTACTS :GOLD FLASHED 1U”,3U",5U",10U",15U",30U".
SHELL :SEE PART NO.
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S—SONY A3—Selective 3u” gold plated over nickel 2-Tin
o | N—without A5-Selective 5u" gold plated over nickel 3-Gold .
™ \%L B1—Selective 10u” dold blated kel 4—Front nickel rear tin
© ® 1-—black elective 1Vu gold plated over nicke 5—Front tin rear nickel
2—white B2—Selective 15u” gold plated over nickel 6—Front gold rear nickel
3—blue B3—Selective 20u” gold plated over nickel 7—Front gold rear tin
4—green B4—Selective 30u” gold plated over nickel 8—Mist tin
5—purple G1—1u” all gold plated over nickel mﬁ_m_ﬂ%ﬂw_
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PART NO|A£0.25|B+0.25(C+0.25(D+0.25 |[E+0.25(F+0.25 &K )1 (k)| Mk i (ke) 7—yellow oulu:: all gold plated over :_.0_8_ A—Front marking "UL”
DB—09s| 30.80 | 25.00 [16.30 | 7.90 |12.55| 580 | 4.0 2.0 8—nature G5=5u” all gold plated over nickel nickel rear tin
H1—10u" all gold plated over nickel B—Front marking”UL/CSA”
DB—15S| 39.20 | 33.32 [ 24.70 | 7.90 | 12.55| 5.80 5.0 3.0 H2-15u" all gold plated over nickel nickel rear tin
DB—258| 53.05 | 47.04 | 38.40 | 7.90 | 12.55| 5.80 6.0 4.0 H3-20u" all gold plated over nickel
DB—37S| 69.40 | 63.50 | 54.80 | 7.90 | 12.55| 5.80 | 7.0 4.5 H4-30u” all gold plated over nickel
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